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ECHNICAL INFORMATION 61476

Subject P> Replacement of Hex. Socket Head Bolts

For Models > 1050D, 1100, 1805B, 1806B, 1911B, 1923B

1050D, 1806B: All countries
1100, 1805B, 1911B, 1923B: Germany only

Description L Y St{13]
To secure Drum Plate more firmly, Hex. Socket Head Bolt M6x18's have been replaced by
Hex. Socket Head Bolt M6x17's.
For 1050D, 1100, 1805B, 1911B, 1923B
For standardization, Hex. Socket Head Bolt M6x18's have been replaced by Hex. Socket Head
Bolt M6x17's.

Country >

Drum

Drum Plate

Hex. Socket Head Bolt M6x18 —» M6x17

Interchangeability (I/C)

Item No. Current part Q'ty | I/C New part Q'ty | Note
Hex. Socket Head Bolt M6x18 Hex. Socket Head Bolt M6x17
. 20 | F1€X. »ocket Head bolt MOX 16 10 | «— |HeX. nocket Head bolt MOX 1/
1806B: 030 7% 200 “— [>esasat 10
Hex. Socket Head Bolt M6x18 Hex. Socket Head Bolt M6x17
2036 [ oio T 4 | — 4
1050D: 036 265322-7 265484-1
1100: 049 | Hex. Socket Head Bolt M6x18 6 | < _Hq)_(._ _S_(_)(_:}(_e_t_IjI_e_z!q_]?_O_l_t_M@(_lz 6
1923B: 913 [265322-7 265484-1
1911B: 054 | Hex. Socket Head Bolt M6x18 8 | < |Hex. Socket Head Bolt M6x17 8
1805B: 047 | 265322-7 265484-1

Note

Interchangeability mark ; «—— means that the new part is substituted for the current.

Implementation

1050D: From your order received by us in/after Feb., 2001
1100 : From serial No. 811178E (Feb., 2001)

1805B: Discontinued since Apr., 1994

1806B: From serial No. 52280E (Jun., 2000)

1911B: From serial No. 254920E (Jan., 2001)

1923B: From serial No. 997228E (Feb., 2001)



