
4300D, 4300DW

MAKITA Cordless Jigsaw

Developed as the one of cordless series.
compacted cordless jigsaw can be easily�
used in replace of hand saws.
This 4300 DW comprises
  4300D(Makita battery jigsaw);
  DC9000(Fast charger) ;
  Battery 9000.
(The battery is not included in the 4300D.)

Voltage(V) Current(A) Frequency(Hz) Continuous�
rating input(W)

Rated
output(W)

Max.
output(W)

9.6 10A - - 70 130

Motor DC 9.6 V magnet motor 
No load speed 2,700-stroke/min.
Weight(kg) 1.5(Battery included)

Soft material 24 mmWood
Hard material 12 mm

Soft steel plate(mm) 1.2
Bevel cutting 45  in left/right 

(1) Hex spanner 3
(2) Jigsaw blade 31-One piece (for steel, tough plastics)
(3) Jigsaw blade 39-One piece(for wood)   

(1) Rule holder
(2) Hex. socket Hd. Bolt M5x10
(3) Circular guide assembly
(4) Guide rule
(5) Battery 9000     

(1) The cordless enables using at any place without connecting to the power source.
(2) The cartridge type battery allows to double the working volume only through mounting the spare battery.
(3) Compactedand less weight cordless provides the comfortable operation.
(4) The protector is mounted to protect your hands from injuring by the saw.
(5) The lock off lever is mounted for preventing the accidental switching on. 
(6) The rule holder and Hex. socket Hd. Bolt M5x10 mounted on the body as the special accessories enable the 
      Circular guide & Guide rule to be installed.    

The standard equipment for the tools shown may differ form country to country
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New ToolTECHNICAL INFORMATION

CONCEPTION AND MAIN APPLICATIONS

Models No.

 Description



Capacity

Reference working volume per charging
Material Thickness(mm) Cutting length(m)

12 mm 12 mSoft material(Plywood, U.S. Pine deal, New
Zealand pine deal,  Lauan,  Cryptomeria,
Japanese cypress)  24 mm 3 mWood
Hard material(Oak tree, Cherry blossom,
Zelkova)

12 mm 5 m

Steel Soft steel plate(SPCC) 1.2 mm 3.5 m


