
Motor Battery 

D/C magnet motor

Specifications

Standard equipment

Models No.

TECHNICAL INFORMATION

 Description

Product

Voltage

Optional accessories

Features and benefits

D/C 7.2 V NiCd.  7.2V

Hex Wrench 3......................... 1 pc.
Jig Saw Blade 31.................... 1 pc.
Jig Saw Blade 39.................... 1 pc.

1. It can be used in any places where power source is not available.
2. Working volume can be doubled with extra battery.
3. Comfortable work due to compact body and light weight.
4. Safety Work with the protector mounted on the front part of the machine.
5. Lock off switch to prevent dangerous accidental switch on. 
6. Circular guide and rip fence can be attached on the base plate in combination with rule holder.
7. Bevel cutting at 45°to left and right is available.

The standard equipment for the shown may differ from country to country.

4307D

New product in our cordless line. 
Light weight and compact design, 
Emplyable as a hady hadn saw.

Ciutting Capacity 24mm
12mm

2200 spm.
1.4kg

No Load Speed.
Net Weight

7.2V Cordless Jig Saw 

 Hard Wood
 Soft Wood

 Mild Steel 1.2mm

Bevel Cutting Avasilable at 45°to left and right

(including battery's weigh)

Rule Holder
Circular Guide
Rip Fence
Battery 7000 (NiCd. battery)
Battery 7002 (NiMH. battery)
Jig Saw Blade 31 (2 psc. per pack)
Jig Saw Blade 39 (2 pcs. per pack)

Capacity
Working volume with one full charged battery 7.2V 

Materials 

Wood Working

Metal Working

Soft Wood 
Hard Wood 

Cutting Length 

Mild Steel 
12 mm 

1.2 mm 

12 mm 
Thickness 

11 m
4 m
3 m
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