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ECHNICAL INFORMATION | ae217

Subj ect » Change on insulation washer

> GA7000, GA7110, GA7910, GA9000, GC5000, HM1200, HM1200B, HM1200K, HM1211,
HM 12118, HM 1300, HM1300K, HM 1400, HM1400K ,HM 1500, HM 15008, HM 1800,
HR3800, HR3850, HR3850B, HR3851, HR3850K, HR5000, HR5000K, M951, 2030S,
2030SC, 36008, 3600BR, 3600NB, 3600NBR, 3601B, 3601BA, 36128, 3612BR,
3612BRA, 4107R, 4108B, 4108C, 4108R, 5014NB, 5016NB, 9401, 9402,9607GB,9609GB,
99607GBS,9607HB,9607HBS,9607NB 9607NBS,9609GBS, 9609HB, 9609HBC,
9609HBS, 9609NB, 9609NBS, 9627, 96275, 9629, 96295, 9369 and 96395

P> Theinsulation washer will be changed as follows.

» Current » New
0.8mm(1/32")
2mm(5/64")
Insulation washer Insulation washer
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Armature shaft Armature shaft

I nter changeability(1/C)

Current part Q'ty I/C New part Q'ty Note
| _Insulation washer Yes |[nsulation washer
681624-7 681635-2

I mplementation
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